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P-300  
COMPLETE REEL-to-REEL INKJET LABEL PRINTER 

The P-300 Reel-to-Reel Inkjet Label Printer is a combination of the well-known LABELMATE 

PM-300 Printer Mechanism, a Micron Controller, and the reliable HP TIJ 2.5 Ink Jet technology. 

 

The system is capable of printing a roll of labels of 11.8” (30-cm) diameter, in less than 5-minutes 

with a resolution of up to 300x150 DPI, with a negligible ink cost. For resolution up to 300 x 300 

DPI, choose the Low-Speed Model (P-300-LS) that will print the same roll size in just under 8-

minutes. 

 

The P-300 can print labels with messages of maximum ½” (12.7mm) height, and is the ideal ma-

chine for adding variable data to pre-printed labels, at low cost and high speed. 

 

The print files are generated on a standard personal computer using the included software and are 

then conveniently transferred to the P-300 Print-head Controller via an USB key. The layout can 

then be saved to the Controller’s internal memory on the P-300 and the USB key removed. 

 

The P-300 uses a standard HP Type 45 Inkjet Cartridge (TIJ 2.5 family). The extremely low-cost of 

the consumable makes the machine economical and ecologically friendly. The large variety of 

readily-available ink types allows you to choose the best cartridge for a specific job. 



PRINTHEAD CAPABILITIES: 

Included layout software is fully UNICODE compatible. 

Print text, graphics, barcodes, variable counts, dates and times. Rotate, & scale text and 

graphics.  

User-definable resolutions: 300x300 dpi, 300x150 dpi, 150x150 dpi, 150x75 dpi and 75x75 

dpi. 

Counter and dates with digits in Roman, Arabic, Farsi or user-defined characters. 

Print height 1/2” (12.7-mm). 

Isolation between layout design and printer operation. The operator cannot accidentally de-

stroy or   disrupt the print layout. 

A purge function can be activated remotely using a digital input. 

With the proper ink and paper, the P-300 can also print on the backing paper. 

 

 

HARDWARE SPECIFICATIONS: 

The printhead can be positioned to print anywhere on a label of up to about 4” by 5-

1/2” (100-mm by 140-mm). 

Low-ink alarm with user-definable level. 

Maximum roll diameter: 11.8” (300-mm). 

Maximum label width: 5” (130-mm). 

Maximum label roll weight: 15.4 pounds (7-kg). 

Maximum speed: 

P-300-LS: 50-ips (130-cm/sec.) Low-speed Model 

P-300-HS: 92-ips (235-cm/sec.) High-speed Model. 

Rewind “out” or “in”. 

Standard unwind and rewind core holders: 3-in. (76-mm) (other sizes optional). 

Worldwide universal power supply: 100- 240vac, 50-60Hz. 

A black Inkjet Cartridge and protective Cartridge Cover Clip is included with the P-300. 

This is a complete turn-key solution certain to bring new efficiency 

and economy to your production-line print applications. 

 

Designed for all-day, every-day use, the P-300 Reel-to-Reel Ink-

jet Label Printer is backed by LABELMATE’s famous 3-Year 

Parts and Labor Limited Warranty, assuring you trouble-free per-

formance. 
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